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Safety Capacitor Y Series

Contact: Tella
CP: 86-15917656770, 18925809339

Email: wqc208@weigingchina.com.cn

Out Diameter
Specifications Voltage Characteristics Tolerance (MAX) Unit Remarks
Y1 Series
100PF 400VAC Y5P K 7 PC
220PF 400VAC Y5P K 7 PC
330PF 400VAC Y5P K 7 PC
470PF 400VAC Y5P K 7 PC
1000PF 400VAC Y5U K 8 PC
1000PF 400VAC Y5V M 7.5 PC
2200PF 400VAC Y5V M 9.5 PC
3300PF 400VAC Y5V M 10 PC
4700PF 400VAC Y5V M 11 PC
Out Diameter
Specifications Voltage Characteristics Tolerance (MAX) Unit Remarks
Y2 Series
1000PF 300VAC Y5V M 7 PC
2200PF 300VAC Y5V M 7 PC
3300PF 300VAC Y5V M 9 PC
4700PF 300VAC Y5V M 9.5 PC
10000PF/P9.5 300VAC Y5V M 14 PC
470PF 400VAC Y5U K 7 PC
222M 400VAC Y5U M 10 PC
222M 250VAC Y5U M 7.5 PC
102K 400VAC Y5U K 10 PC
471 400VAC Y5U K 6.3 PC
102 400VAC Y5U M PC
471 400VAC Y5U K PC
103 300VAC Y5V M 13 PC
222 400VAC Y5U M PC
222 300VAC Y5U M PC
221 400VAC Y5P K PC
102 400VAC Y5U K PC
Remarks:

Lead Time: 3-10days
Shipping Terms: EXW
Payment Terms: 30% Deposit, 70% Before Delivery




